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01Gable Ladders
Installation Drawing
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Gable ladder bottom plate connected
to boxed truss top chord

Gable ladder nogging is aligned with front of wall.
Wall is raked to reach Gable ladder

Gable lader top plate

Gable ladder boxed barge

Gable ladder stud set back at eave
to allow fascia connections

Boxed Gable ladder stud provides
corner strength, aligned with wall

Truss top chord
(must be boxed)

Gable ladder 
bottom plate

Gable ladder 
stud

12-14x20-HEX
QTY 2 per stud

Truss web

Raking wall top plate

Pryda Multigrip 
or equivalent

Gable ladder to Raking wall tiedowns

Gable ladder nogging

M6-1Px18-TEK or
12-14x20 HEX
QTY 2 per stud

12-14x20-HEX 
QTY 4 per stud

Boxed barge

Gable ladder top plate

Gable ladder stud

12-14x20 HEX
QTY 2 per stud

Barge connections

NOT SHOWN
Screws connecting Raking wall top plate web to Gable ladder nogging flange
12-14x20-HEX, QTY 2 within 50mm of every wall stud
OR Ensure Gable ladder studs sit above raking wall studs

Boxing screws
12-14x20 HEX or 
10-16x16 WAFER or 
M6-1Px18 GX TEKS
QTY 2, 50mm from 
each end and at 
600mm nominal centres

Gable ladder Stud

Gable ladder to Truss tiedowns

Roof battens continue from 
Trusses over Gable ladder


