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01Hip end - Type 2 rafter, Boxed hip
Installation Drawing
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Scan QR code to go to 
the ENDUROFRAME®
Installation Channel to 
see installation videos

12-14x20 HEX
QTY 1

12-14x20 HEX
QTY 2
on each side

32x1 STRAP

Truss restraints 
for ceiling battens

5/16-12x17 TRUSSTITE

Refer to Girder truss 
installation details Scan QR code to see 3D 

model of drawing.

Half truss detail

Hip rafter to wall tiedown

Truss horn detailOption with no crown rafterCrown rafter, reverse viewCrown rafter detail

Truss to wall tiedown Fasteners
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STRAP

12-14x20 HEX
QTY 1

M6x1Px18 GX TEK
OR 12-14x20 HEX
QTY 3 on each side

12-14x20 HEX
QTY 212-14x20 HEX

QTY 2 or 1 with
TRUSSTITE through 
web holes

12-14x20 HEX
QTY 2, or 1 with 
TRUSSTITE through 
web holes

12-14x20 HEX
QTY 2
on each side

10-16x16 WAF
QTY 4

12-14x20 HEX
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M6.5-12x42 HEX
QTY 1 through 
pre-punched holes

M6x1Px18 GX TEK
OR 12-14x20 HEX
QTY 2

5/16-12x17 TRUSSTITE
QTY 1 through 
pre-punched holes
Top hole for pitch 
above 20 deg
Bottom hole for pitch 
up to 20 deg

TRUSS TOP CHORD
Tab folded to connect
to Hip rafter  

TRUSS TOP CHORD
Truss horn tab 
folded to connect 
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HIP RAFTER
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